
* Yukarıda yer alan veriler, standart test koşulları (STC) altında elde edilmiştir: 1000 W/m² güneş ışınımı, 1.5(AM) hava kütlesi ve 25°C hücre sıcaklığı. Tüm paneller için ölçüm belirsizliği %3’dır. Gerçek veriler    
yapılan sözleşmelere tabi olacaktır. Bu dokümanda yer alan teknik değerler sadece bilgilendirme amaçlıdır ve sözleşmelerin bir parçası değildir. Bu belgedeki teknik özellikler değişkenlik gösterebilir.
*TommaTech GmbH ürünlerin özelliklerini önceden haber vermeksizin değiştirme hakkını saklı tutar.
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SOLAR PARKING LOT
(CARPORT)
430Wp - Waterproof
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* LFP battery can be optionally included in the package. If preferred, the capacity can be increased.
** The data and technical specifications given in this document are for preliminary information and may vary depending on the way the products are used, the system design and the environmental conditions.
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TommaTech Single Car Carport Package
1.PACKAGE CODE: CARPORT-1CAR-108TNP10

TOMMATECH SOLAR PARKING LOT (CARPORT)

ENERGY GENERATIONCONNECTION DIAGRAM
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Product Code Description Quantity Unit
EVC-TT-TF-22.0KW-OCPP TommaTech 22kW Trio EV Charger 1 Piece

TT430-108TNBCK10 TommaTech 430Wp Waterproof Topcon Solar Panel 8 Piece

ONG-TT-09-H-6.0-S-MF TommaTech 6kW Trio Hybrid K Three Phase Inverter 1 Piece

ONG-TT-35-MTR-SMRT-TF TommaTech Three Phase Smart Meter Accessory 1 Piece

ONG-TT-32-WIFI-MBL-NG TommaTech Next Generation Wi-Fi Dongle Accessory 1 Piece

KBL-SYH6MM-SLRKBL DC Black Solar Cable 20 Meter

KBL-KRMZ6MM-SLRKBL DC Red Solar Cable 20 Meter

Designed to increase the use and application areas of clean and endless solar energy, TommaTech Solar Carports o� ers 
smart solutions to users.

Note: The usage times and generation values mentioned above have been calculated by taking the annual average sunshine 
duration 1400 KWh/m2 -year (4 hours per day) for Türkiye as an example. The daily total energy produced may vary depending on 
weather conditions and region.



3mail@tommatech.deTommaTech GmbH - Garching b. München / GERMANY

* The specifications are obtained under the standard test conditions: 1000W/m2 solar irradiance, 1.5 Air Mass and cell temperature of 25°C. Measurement uncertainty for all panels is 3%. The actual
transactions will be subject to the contracts. These parameters are for reference only and it is not a part of the contracts. The technical specifications in this document may vary. 
* TommaTech® GmbH reserves the right to change the specification of products without prior notice.
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* LFP battery can be optionally included in the package. If preferred, the capacity can be increased.
** The data and technical specifications given in this document are for preliminary information and may vary depending on the way the products are used, the system design and the environmental conditions.
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TommaTech Two Car Carport Package
2.PACKAGE CODE: CARPORT-2CAR-108TNP10

TOMMATECH SOLAR PARKING LOT (CARPORT)

ENERGY GENERATIONCONNECTION DIAGRAM

OPTIONALOPTIONALOPTIONALOPTIONAL

Designed to increase the use and application areas of clean and endless solar energy, TommaTech Solar Carports o� ers 
smart solutions to users.

Note: The usage times and generation values mentioned above have been calculated by taking the annual average sunshine 
duration 1400 KWh/m2 -year (4 hours per day) for Türkiye as an example. The daily total energy produced may vary depending on 
weather conditions and region.
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Product Code Description Quantity Unit
EVC-TT-TF-22.0KW-OCPP TommaTech 22kW Trio EV Charger 1 Piece

TT430-108TNBCK10 TommaTech 430Wp Waterproof Topcon Solar Panel 12 Piece

ONG-TT-09-H-6.0-S-MF TommaTech 6kW Trio Hybrid K Three Phase Inverter 1 Piece

ONG-TT-35-MTR-SMRT-TF TommaTech Three Phase Smart Meter Accessory 1 Piece

ONG-TT-32-WIFI-MBL-NG TommaTech Next Generation Wi-Fi Dongle Accessory 1 Piece

KBL-SYH6MM-SLRKBL DC Black Solar Cable 25 Meter

KBL-KRMZ6MM-SLRKBL DC Red Solar Cable 25 Meter
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* The specifications are obtained under the standard test conditions: 1000W/m2 solar irradiance, 1.5 Air Mass and cell temperature of 25°C. Measurement uncertainty for all panels is 3%. The actual
transactions will be subject to the contracts. These parameters are for reference only and it is not a part of the contracts. The technical specifications in this document may vary. 
* TommaTech® GmbH reserves the right to change the specification of products without prior notice.
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* LFP batarya opsiyonel olarak paket içeriğine dahil edilebilir. Tercih doğrultusunda kapasite arttırılabilir. 
** Bu dokümanda belirtilen veriler ve teknik özellikler ön bilgilendirme amaçlı olup, ürünlerin kullanım şekli, sistem tasarımı ve ortam koşullarına göre değişkenlik gösterebilir.
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