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Constant Current, Constant Voltage, Floating Charge(Auto.3 Stage)

>60°C Auto. Shutdown

Earth Leakage, Polarity Reverse, Over Voltage, Low Voltage, Overload

MODEL

OUTPUT

Rated Power [W] 

Surge Power [W] 

AC Output [Hz] 

Wave form 

Other 

INPUT

DC Input [V] 

AC Input [V] 

AVR Protection Function 

CHARGER

Max. 

Current [A]

Charge Way 

Transfer Time 

Protection Fuction 

Overload [W] 

Over Temperature 

Other 

TT-UPS-600W

600

1200

TT-UPS-1000W

1000

2000

TT-UPS-1500W

1500

3000

TT-UPS-2000W

2000

4000

TT-UPS-3000W

3000

6000

10

5

10

5

15

8

15

8

15

8

630-700 1100-1200

<10ms(Switch less than 5 times within 1minute)

None

Can be chosen(25ms or 500ms) through dial switch.

USB 5V 500mA / 2.1A

1600-1700 2100-2200 3200-3300

220±10% 50/ 110V±10% 60 

Modified Sine Wave

12(10-15) / 24(21-30) 

190-265(220) / 90-130(110)

Automatic Voltage Regulated

12V

24V

› Ultra-Fast Transfer Relay: Reduce transfer time between

› By-Pass mode and inverter mode, Reduce possiblity of voltage drop. L.l.T: Low Interference Technology

› Universal Protection Circuit : Overload, Long life for battery , Earth Fault,

› Short Circuit, Over-temperature, Soft-start Turbo Cooling : Keep the inverter surface cool and higher efficiency

› High Effciency :Wide-range high efficient circuit maximize the operating

› Time and more energy saving automatic 3 Stage Internal Battery Charger

› U.P.S : Uninterruptible Power Source

› Decide your own AC backup time by choosing different batteries

TOMMATECH UPS SERIES MODIFIED SINE WAVE INVERTER

YEARS
2

Product
Warranty

* TommaTech GmbH reserves the right to change the specification of products without prior notice.


