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TOMMATECH MX SERIES PURE SINE WAVE INVERTER

• Pure sine wave output (THD<2%)

• Power ON-OFF remote control

• Input & Output fully isolation

• Load control cooling fan

• Advanced microprocessor

• Output frequency 50/60Hz switch selectable

• Input polarity reverse/Under voltage/Over voltage protections

• Output short circuit/Overload/Over temperature protections

• Tri-Color indicators display output load level & failure status.

• CE, ROHS, E-mark approved

220/230/240 

700 

2100 (For Few Seconds) 

Pure Sine Wave (THD<2%) 

50/60 ±0.5 Selectable By DIP Switch 

±5 

A, B, C, D, E, F, G, H, I, GFCI (Optional Above) 

5 / 2.1 

A: Output Load Level: <20%-Off, Betwen 20% and 50%-Green, <90%-Orange, >90%-Red: B: Power On-Green, Protection/Failure-Red

Output Voltage / Output Power 

S4-Frequency 50/60Hz, S3-15% Output Load, S2-10% Output Load, S1-5% Load Setting 

RC60 (Optional) 

Shutdown

Shut-Off Output Voltage, Recover Automatically After Temperature Goes Down

Shut-Off Output Voltage, Restart to Recover 

By Fuse Open 

Yes 

0~40  

20-90  RH Non-Condensing 

-30~70 & % 10~95

UL458 (Only For GFCI Receptacle) 

l/P-O/P: 1000Ohms/500V DC 

Compliance to EN61000-6-3 :2007+A 1 :2011, EN 6100-6-1 :2007 

Compliance to EN60950-1: 2006+A11 :2009 +A1:2010+A 12:2011 

E8 10R-03 1272

255x186x90 

2.2

Control By Load 

Home and Office Appliances, Power Tools And Portable Equipments, Vehicle and Solar Power Systems ..... Etc.

TT-MX700-24VTT-MX700-12V

<0.5 

24

21.0~30.0 

≥90.0 

15Ax3 

22.0±0.5 

21.0±0.5

31.0± 1.0

23.6~25.6 

<0.6

12

10.5~15.0

≥89.0 

30Ax3

11 .0±0.25

10.5 ±0.25

15.5±0.5

11.8~12.8 

MODEL

OUTPUT

AC Voltage [VAC]

Rated Power [W] 

Surge Power [W]

Waveform

Frequency [Hz]

AC Regulation [%]

Standart Receptacles

USB Output Port [V/A]

Led In

Digital Display

Sleeping Mode Setting (DIP Switch)

INPUT

No Load Current Draw [A]

DC Voltage [V]

Voltage Range [V DC]

Efficiency (Typ.) [%] 

Fuse

Remote Control

PROTECTION

Battery Low Alarm [V DC]

Battery Low Shutdown [V DC]

Overload

Over Voltage [V DC]

Over Temperature

Short Circuit

Battery Reverse Polarity

Earth Leakage

ENVIRONMENT

Reset Voltage After LVS [V DC]

Working Temperature [OC]

Humidity [%]

SAFETY&EMC

Storage Temperature [OC] & Humidity

Safety Standarts

Isolation Resistance 

EMC

LVD

E-MARK

PHYSICAL FEATURES

Dimensions (WxHxD) [mm]

Net Weight [kg]

Cooling Fan

Application

* TommaTech GmbH reserves the right to change the specification of products without prior notice.

YEARS
2

Product
Warranty



mail@tommatech.deTommaTech GmbH - München / GERMANY

TOMMATECH MX SERIES PURE SINE WAVE INVERTER

220/230/240 

1000 

3000 (For Few Seconds) 

Pure Sine Wave (THD<2%) 

50/60 ±0.5 Selectable By DIP Switch 

±5

A, B, C, D, E, F, G, H, I, GFCI (Optional Above) 

5 / 2.1 

A: Output Load Level: <20%-Off, Betwen 20% and 50%-Green, <90%-Orange, >90%-Red: B: Power On-Green, Protection/Failure-Red

Output Voltage / Output Power 

S4-Frequency 50/60Hz, S3-15% Output Load, S2-10% Output Load, S1-5% Load Setting 

RC60 (Optional) 

Shutdown

Shut-Off Output Voltage, Recover Automatically After Temperature Goes Down

Shut-Off Output Voltage, Restart to Recover 

By Fuse Open 

Yes 

0~40  

20-90 RH Non-Condensing 

-30~70 & % 10~95

UL458 (Only For GFCI Receptacle) 

l/P-O/P: 1000Ohms/500V DC

Compliance to EN61000-6-3 :2007+A 1 :2011, EN 6100-6-1 :2007 

Compliance to EN60950-1: 2006+A11 :2009 +A1:2010+A 12:2011 

E8 10R-03 1272

317x186x90 

2.9

Control By Load 

Home and Office Appliances, Power Tools And Portable Equipments, Vehicle and Solar Power Systems ..... Etc.

MODEL

OUTPUT

AC Voltage [VAC]

Rated Power [W] 

Surge Power [W]

Waveform

Frequency [Hz]

AC Regulation [%]

Standart Receptacles

USB Output Port [V/A]

Led In

Digital Display

Sleeping Mode Setting (DIP Switch)

INPUT

No Load Current Draw [A]

DC Voltage [V]

Voltage Range [V DC]

Efficiency (Typ.) [%]  

Fuse

Remote Control

PROTECTION

Battery Low Alarm [V DC]

Battery Low Shutdown [V DC]

Overload

Over Voltage [V DC]

Over Temperature

Short Circuit

Battery Reverse Polarity

Earth Leakage

ENVIRONMENT

Reset Voltage After LVS [V DC]

Working Temperature [OC]

Working Humidity [%]

SAFETY&EMC

Storage Temperature [OC] & Humidity

Safety Standarts

Isolation Resistance 

EMC

LVD

E-MARK

PHYSICAL FEATURES

Dimensions (WxHxD) [mm]

Net Weight [kg]

Cooling Fan

Application

<0.25 

48

42.0~60.0 

≥90.0 

7.5Ax4 

44.0±1.0 

42.0±1.0 

62.0± 2.0

47.2~51.2 

<0.6

12

10.5~15.0

≥89.0

30Ax4

11 .0±0.25

10.5 ±0.25

15.5±0.5

11.8~12.8 

TT-MX1000-48VTT-MX1000-24VTT-MX1000-12V

<0.5

24

21.0~30.0

≥90.0 

15Ax4

22.0±0.5

21.0 ±0.5

31.0±1.0

23.6~25.6

* TommaTech GmbH reserves the right to change the specification of products without prior notice.

• Pure sine wave output (THD<2%)

• Power ON-OFF remote control

• Input & Output fully isolation

• Load control cooling fan

• Advanced microprocessor

• Output frequency 50/60Hz switch selectable

• Input polarity reverse/Under voltage/Over voltage protections

• Output short circuit/Overload/Over temperature protections

• Tri-Color indicators display output load level & failure status.

• CE, ROHS, E-mark approved

YEARS
2

Product
Warranty
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TOMMATECH MX SERIES PURE SINE WAVE INVERTER

220/230/240 

2000 

6000 (For Few Seconds) 

Pure Sine Wave (THD<2%) 

50/60 ±0.5 Selectable By DIP Switch 

±5

A, B, C, D, E, F, G, H, I, GFCI (Optional Above) 

5 / 2.1 

A: Output Load Level: <20%-Off, Betwen 20% and 50%-Green, <90%-Orange, >90%-Red: B: Power On-Green, Protection/Failure-Red

Output Voltage / Output Power 

S4-Frequency 50/60Hz, S3-15% Output Load, S2-10% Output Load, S1-5% Load Setting 

RC60 (Optional) 

Shutdown

Shut-Off Output Voltage, Recover Automatically After Temperature Goes Down

Shut-Off Output Voltage, Restart to Recover 

By Fuse Open 

Yes 

0~40  

20-90RH Non-Condensing 

-30~70 & % 10~95

UL458 (Only For GFCI Receptacle) 

l/P-O/P: 1000Ohms/500V DC

Compliance to EN61000-6-3 :2007+A 1 :2011, EN 6100-6-1 :2007 

Compliance to EN60950-1: 2006+A11 :2009 +A1:2010+A 12:2011 

E8 10R-03 1272

320x252x105 

4.6

Control By Load 

Home and Office Appliances, Power Tools And Portable Equipments, Vehicle and Solar Power Systems ..... Etc.

* TommaTech GmbH reserves the right to change the specification of products without prior notice.

<0.3 

48

42.0~60.0 

≥90.0 

7.5Ax12 

44.0±1.0 

42.0±1.0 

62.0± 2.0

47.2~51.2 

<0.8

12

10.5~15.0

≥89.0 

30Ax12

11 .0±0.25

10.5 ±0.25

15.5±0.5

11.8~12.8 

TT-MX2000-48VTT-MX2000-24VTT-MX2000-12V

<0.5

24

21.0~30.0

≥90.0

15Ax12

22.0±0.5

21.0 ±0.5

31.0±1

23.6~25.6

MODEL

OUTPUT

AC Voltage [VAC]

Rated Power [W] 

Surge Power [W]

Waveform

Frequency [Hz]

AC Regulation [%]

Standart Receptacles

USB Output Port [V/A]

Led In

Digital Display

Sleeping Rnode Setting (DIP Switch)

INPUT

No Load Current Draw [A]

DC Voltage [V]

Voltage Range [V DC]

Efficiency (Typ.) [%]

Fuse

Remote Control

PROTECTION

Battery Low Alarm [V DC]

Battery Low Shutdown [V DC]

Overload

Over Voltage [V DC]

Over Temperature

Short Circuit

Battery Reverse Polarity

Earth Leakage

ENVIRONMENT

Reset Voltage After LVS [V DC]

Working Temperature [OC]

Working Humidity [%]

SAFETY&EMC

Storage Temperature [OC] & Humidity

Safety Standarts

Isolation Resistance 

EMC

LVD

E-MARK

PHYSICAL FEATURES

Dimensions (WxHxD) [mm]

Net Weight [kg]

Cooling Fan

Application

• Pure sine wave output (THD<2%)

• Power ON-OFF remote control

• Input & Output fully isolation

• Load control cooling fan

• Advanced microprocessor

• Output frequency 50/60Hz switch selectable

• Input polarity reverse/Under voltage/Over voltage protections

• Output short circuit/Overload/Over temperature protections

• Tri-Color indicators display output load level & failure status.

• CE, ROHS, E-mark approved

YEARS
2

Product
Warranty



mail@tommatech.deTommaTech GmbH - München / GERMANY

TOMMATECH MX SERIES PURE SINE WAVE INVERTER

220/230/240 

3000 

9000 (For Few Seconds) 

Pure Sine Wave (THD<2%) 

50/60 ±0.5 Selectable By DIP Switch 

±5

A, B, C, D, E, F, G, H, I, GFCI (Optional Above) 

5 / 2.1 

A: Output Load Level: <20%-Off, Betwen 20% and 50%-Green, <90%-Orange, >90%-Red: B: Power On-Green, Protection/Failure-Red

Output Voltage / Output Power 

S4-Frequency 50/60Hz, S3-15% Output Load, S2-10% Output Load, S1-5% Load Setting 

RC60 (Optional) 

Shutdown

Shut-Off Output Voltage, Recover Automatically After Temperature Goes Down

Shut-Off Output Voltage, Restart to Recover 

By Fuse Open 

Yes 

0~40  

20-90 RH Non-Condensing 

-30~70 & % 10~95

UL458 (Only For GFCI Receptacle) 

l/P-O/P: 1000Ohms/500V DC 

Compliance to EN61000-6-3 :2007+A 1 :2011, EN 6100-6-1 :2007 

Compliance to EN60950-1: 2006+A11 :2009 +A1:2010+A 12:2011 

E8 10R-03 1272

426x252x105 

7.5

Control By Load 

Home and Office Appliances, Power Tools And Portable Equipments, Vehicle and Solar Power Systems ..... Etc.

TT-MX3000-48VTT-MX3000-24VTT-MX3000-12V

<0.4 

48

42.0~60.0 

≥90.0 

7.5Ax12 

44.0±1.0 

42.0±1.0 

62.0± 2.0

47.2~51.2 

<1.2

12

10.5~15.0

≥89.0 

30Ax12

11 .0±0.25

10.5 ±0.25

15.5±0.5

11.8~12.8 

<0.7

24

21.0~30.0

≥90.0 

15Ax12

22.0±0.5

21.0 ±0.5

31.0±1

23.6~25.6

MODEL

OUTPUT

AC Voltage [VAC]

Rated Power [W] 

Surge Power [W]

Waveform

Frequency [Hz]

AC Regulation [%]

Standart Receptacles

USB Output Port [V/A]

Led In

Digital Display

Sleeping Mode Setting (DIP Switch)

INPUT

No Load Current Draw [A]

DC Voltage [V]

Voltage Range [V DC]

Efficiency [%]

Fuse

Remote Control

PROTECTION

Battery Low Alarm [V DC]

Battery Low Shutdown [V DC]

Overload

Over Voltage [V DC]

Over Temperature

Short Circuit

Battery Reverse Polarity

Earth Leakage

ENVIRONMENT

Reset Voltage After LVS [V DC]

Working Temperature [OC]

Working Humidity [%]

SAFETY&EMC

Storage Temperature [OC] & Humidity

Safety Standarts

Isolation Resistance 

EMC

LVD

E-MARK

PHYSICAL FEATURES

Dimensions (WxHxD) [mm]

Net Weight [kg]

Cooling Fan

Application

* TommaTech GmbH reserves the right to change the specification of products without prior notice.

• Pure sine wave output (THD<2%)

• Power ON-OFF remote control

• Input & Output fully isolation

• Load control cooling fan

• Advanced microprocessor

• Output frequency 50/60Hz switch selectable

• Input polarity reverse/Under voltage/Over voltage protections

• Output short circuit/Overload/Over temperature protections

• Tri-Color indicators display output load level & failure status.

• CE, ROHS, E-mark approved

YEARS
2

Product
Warranty


